MATERIAL and FINISH

Insulator: Nylon 66 - UL94V2
Contact: Brass
Plating: Tin

SPECIFICATIONS

Current rating: 11.0 A per contact

Voltage rating: 600 V AC/DC

Dielectric withstanding voltage: 5000V AC

Insulation resistance: 1000 M Q Min

Contact resistance: 20m Q Max

Temperature range: Plug & Jack -55°C to +105°C — Terminal -55°C to +105°C
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1 PARTS COMPLY TO AMP SOLDERABILITY SPECIFICATION 109—11-3.

CONTACT IS PLATED OVERALL WITH 0.00127 [.000050] NICKEL, THEN

0.00076 [.000030] GOLD OVER CONTACT LENGTH INDICATED AND
MATTE TIN—LEAD ON SOLDER TAIL END.

CIRCUIT IDENTIFICATION CHARACTERS ARE ADJACENT TO THE
INDICATED CAVITIES, BUT LOCATION AND ORIENTATION
MAY DIFFER FROM PRINT.

DIMENSIONS IN BRACKETS ARE IN INCHES.

CONTACT IS PLATED OVERALL WITH 0.00127 [.000050] NICKEL, THEN

0.00076 [.000030] GOLD OVER CONTACT LENGTH INDICATED AND
MATTE TIN ON SOLDER TAIL END.
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